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Fluke-789

  24 V
  HART  250 ohm
  
  mA  1,200  ohms
  
   AA
  0 % 100 %mA 4 mA
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   4 V 5 V  1V 5 V
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30.000  mA 0.01 % + 5 uA 0.015 % + 7 uA

110.00  mA 0.01 % + 20 uA 0.015 % + 30 uA

  28  50  0.01  % + 20 uA  3 % / -10 

0.015  %  +  30 uA  18 

90 dB 50 60 Hz  60 dB 1200 Hz 2200 Hz HART

10.000 Ω 0.05 % + 50 mΩ 0.07 % + 70 mΩ
100.00 Ω 0.05 % + 50 mΩ 0.07 % + 70 Ω
1.0000 kΩ 0.05 % + 0.5 Ω 0.07 % + 0.5 Ω
10.000 kΩ 0.1 % + 10Ω 0.15 % + 15 Ω

0.1 % + 10 Ω  3 % / -10  0.15 % + 15 Ω  18 

 28  50 

 50 V

 <  25 Ω   >  400 Ω  110 %  

1.00 Hz   110.00 Hz1 0.01 Hz 0.05 Hz

110.1 Hz   1100.0 Hz 0.1 Hz 0.5 Hz

1.101 kHz   11.000 kHz 0.001 kHz 0.005 kHz

11.01 kHz   50.00 kHz 0.01 kHz 0.05 kHz
1  <  109.99  Hz   >5 V/ms   Hz

1 Hz 1 kHz 300 mV p-p 1 kHz 30 kHz 1.4 V p-p >30 kHz

2.8 V p-p

1 Hz 1 kHz 300 V rms >1 kHz 30 V rms

4 MΩ

100.00 Ω 0.01 % + 20 mΩ 0.015 % + 30 mΩ
1.0000 kΩ 0.02 % + 0.2 Ω 0.03 % + 0.3 Ω
10.000 kΩ 0.02 % + 3 Ω 0.03 % + 5 Ω

 0.01 %  f.s./ -10  18  28  50 

10 Ω 10 mA dc 0.1 mA dc

100 Ω 10 mA dc 0.1 mA dc

1.0  kΩ 1 mA dc 0.01 mA dc

 0.1 Hz 10.99 Hz 0.01 Hz

 0.01 Hz 10.99 Hz 0.01 Hz

11.00 Hz 109.99  Hz 0.1 Hz

110.0 Hz 1099.9  Hz 0.1 Hz

1.100 kHz 21.999  kHz 0.002 kHz

 22.000 kHz 50.000  kHz 0.005 kHz

 50 % 

0.1 V  15 V p-p

0.01 kHz 1 kHz 1 % p-p +75 mV 1 kHz  50 kHz 10 % p-p +75 mV

 0.1 V  30 V p-p

3 % p-p  +75 mV

 30 V dc

100.000 mV 0.02 % + 0.005 mV 0.03 % + 0.005 mV

3.00000 V 0.02 % + 0.00005 V 0.03 % + 0.00005 V

30.0000 V 0.02 % + 0.0005 V 0.03 % + 0.0005 V

300.00 V 0.05 % + 0.05 V 0.07 % + 0.05 V

0.001 %  + 0.0002 % / -10 18 28 50 

100.000  mV    0.001 %+  0.001  %

>4 MΩ
300 V rms

>100 dB 50 Hx 60 Hx

3.000 V 0.001 V .5 % + 0.002 V 1.0 % + 0.004  V

30.00 V 0.01 V 0.5 % + 0.02 V 1.0 % + 0.04  V

300.0 V 0.1 V 0.5 % + 0.2 V 1.0 % + 0.2  V

>4 MΩ  <100 pF

300 V IEC 61010 300V CAT II

100.000 mV 0.01 % + 0.005 mV 0.015 % + 0.005 mV

1.00000 V 0.01 % + 0.00005 V 0.015 % + 0.0005 V

15.0000 V 0.01 % + 0.0005 V 0.015 % + 0.0005 V

0.001  %   +  0.001  %  f.s. /   -10  18 28  50 

10 mA

22.000  mA 0.01 % + 0.003 mA 0.02 %+0.003 mA

0.02 % + 0.007 mA 0.04 % + 0.007 mA

 0.1 mA  22 mA 2 mA 0.15 %

18 V

 3 %/   10  18  28  50 
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100 Ω Pt (385) -200  100 0.07 0.14 1 mA 0.05 0.10 0.1 mA  10 mA

100  800 0.02 % + 0.05 0.04 % + 0.10 0.0125 % + 0.04 0.025 % + 0.08 

200 Ω Pt (385) -200  100 0.07 0.14 500 μA 0.06 0.12 0.1 mA  1 mA

100  630 0.02 % + 0.05 0.04 % + 0.10 0.017 % + 0.05 0.034 % + 0.10 

500 Ω Pt (385) -200  100 0.07 0.14 250 μA 0.06 0.12 0.1 mA  1 mA

100  630 0.02 % + 0.05 0.04 % + 0.10 0.017% + 0.05 0.034 % + 0.10 

1000 Ω Pt (385) -200  100 0.07 0.14 150 μA 0.06 C 0.12 C 0.1 mA  1 mA

100  630 0.02 % + 0.05 0.04% + 0.10 0.017 %  + 0.05 0.034 % + 0.10 

100 Ω Pt (3916) -200  100 0.07 0.14 1 mA 0.05 0.10 0.1 mA  10 mA

100  630 0.02 % + 0.05 0.04 % + 0.10 0.0125 % + 0.04 0.025 % + 0.08 

100 Ω Pt (3926) -200  100 0.08 0.16 1 mA 0.05 0.10 0.1 mA  10 mA

100  630 0.02 % + 0.06 0.04 % + 0.12 0.0125 % + 0.04 0.025 % + 0.08 

10 Ω Cu  (427) -100  260 0.2 0.4 3 mA 0.2 0.4 1mA  10 mA

120 Ω Ni  (672) -80  260 0.1 0.2 1 mA 0.04 0.08 0.1  mA  10 mA

E -250  -200 1.3 2.0 0.6 0.9

-200  -100 0.5 0.8 0.3 0.4

-100  600 0.3 0.4 0.3 0.4

600  1000 0.4 0.6 0.2 0.3

N -200  -100 1.0 1.5 0.6 0.9

-100  900 0.5 0.8 0.5 0.8

900  1300 0.6 0.9 0.3 0.4

J -210  -100 0.6 0.9 0.3 0.4

-100  800 0.3 0.4 0.2 0.3

800  1200 0.5 0.8 0.3 0.3

K -200  -100 0.7 1.0 0.4 0.6

-100  400 0.3 0.4 0.3 0.4

400  1200 0.5 0.8 0.3 0.4

1200   1372 0.7 1.0 0.3 0.4

T -250  -200 1.7 2.5 0.9 1.4

-200  0 0.6 0.9 0.4 0.6

0  400 0.3 0.4 0.3 0.4

B 600  800 1.3 2.0 1.0 1.5

800  1000 1.0 1.5 0.8 1.2

1000   1820 0.9 1.3 0.8 1.2

R -20  0 2.3 2.8 1.2 1.8

0  100 1.5 2.2 1.1 1.7

100  1767 1.0 1.5 0.9 1.4

S -20  0 2.3 2.8 1.2 1.8

0  200 1.5 2.1 1.1 1.7

200  1400 0.9 1.4 0.9 1.4

1400  1767 1.1 1.7 1.0 1.5

C 0  800 0.6 0.9 0.6 0.9

800  1200 0.8 1.2 0.7 1.0

1200   1800 1.1 1.6 0.9 1.4

1800   2316 2.0 3.0 1.3 2.0

L -200  -100 0.6 0.9 0.3 0.4

-100  800 0.3 0.4 0.2 0.3

800  900 0.5 0.8 0.2 0.3

U -200  0 0.6 0.9 0.4 0.6

0  600 0.3 0.4 0.3 0.4

BP 0  1000 1.0 1.5 0.4 0.6

1000   2000 1.6 2.4 0.6 0.9

2000   2500 2.0 3.0 0.8 1.2

XK -200  300 0.2 0.3 0.2 0.5

300  800 0.4 0.6 0.3 0.6

 0.1 

ITS-90 or IPTS-68  90 

ITS-90 per NIST Monograph  175  for B,R,S,E,J,K,N,T; IPTS-68 per IEC 584-

1 for B,R,S,E,J,K,T; IPTS-68 per DIN 43710 for L,U. GOST P 8.585-2001 for BP and

XK, ASTM E988-96 for C (W5Re/W26Re)

0.05 /  (<18  or >28 )

        

        
    23 + 3 

 

  Fluke 750

 
  Fluke 18  28 

-10 50 

  Fluke

2 RTD 0.4

0.01 10 Ω Cu (427) 0.1 

0.02 / (<18  or >28 ) 0.01 /C

30V

PLC 1ms
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  O 50 

   NIST
  

1   P00  15 35 

2  316 SS  316 C276   Hastelloy C276  

   

1/4 NPT BSP/ISO 1/4-19  P29 P30 P31 1996 10 NIST

FLUKE-700P00 1 in. H
2
O/0.001 0.25 kPa/0.0002 0.300 316 SS 30x

FLUKE-700P01 10 in. H
2
O/0.01 2.5 kPa/0.002 0.200 316 SS  3x

FLUKE-700P02 1 psi/0.0001   6900 Pa/0.7 0.150 316 SS  3x

FLUKE-700P22 1 psi/0.0001   6900 Pa/0.7 0.100 316 SS 316 SS  3x

FLUKE-700P03 5 psi/0.0001  34 kPa/0.001 0.050 316 SS  3x

FLUKE-700P23 5 psi/0.0001  34 kPa/0.001 0.025 316 SS 316 SS  3x

FLUKE-700P04 15 psi/0.001  103 kPa/0.01 0.025 316 SS  3x

FLUKE-700P24 15 psi/0.001  103 kPa/0.01 0.025 316 SS 316 SS  3x

FLUKE-700P05   30 psi/0.001 207 kPa/0.01 0.025 316 SS 316 SS 3x

FLUKE-700P06   100 psi/0.01 690 kPa/0.07 0.025 316 SS 316 SS 3x

FLUKE-700P27 300 psi/0.01 2070 kPa/0.1 0.025 316 SS 316 SS 3x

FLUKE-700P07   500 psi/0.01 3400 kPa/0.1 0.025 316 SS 316 SS 3x

FLUKE-700P08   1000 psi/0.1 6900 kPa/0.7 0.025 316 SS 316 SS 3x

FLUKE-700P09   1500 psi/0.1 10 MPa/0.001 0.025 316 SS 316 SS 2x

FLUKE-700PA3 5 psi/0.0001 34 kPa/0.001 0.050 316 SS 316 SS 3x

FLUKE-700PA4 15 psi/0.001 103 kPa/0.01 0.050 316 SS 316 SS 3x

FLUKE-700PA5 30 psi/0.001 207 kPa/0.01 0.050 316 SS 316 SS 3x

FLUKE-700PA6 100 psi/0.01 690 kPa/0.07 0.050 316 SS 316 SS 3x

FLUKE-700PV3 -5 psi/0.0001 -34 kPa/0.001 0.040  316 SS 316 SS 3x

FLUKE-700PV4 -15 psi/0.001 -103 kPa/0.01 0.040 316 SS 316 SS 3x

FLUKE-700PD2 1 psi/0.0001 6900  Pa/0.7 0.150 316 SS 316 SS 3x

FLUKE-700PD3 5 psi/0.0001 34 kPa/0.001 0.040 316 SS 316 SS 3x

FLUKE-700PD4 15 psi/0.001 103 kPa/0.01 0.025 316 SS 316 SS 3x

FLUKE-700PD5 -15/30 psi/0.001 -100/207 kPa/0.01 0.025 316 SS 316 SS 3x

FLUKE-700PD6 -15/100 psi/0.01 -100/690 kPa/0.07 0.025 316 SS 316 SS 3x

FLUKE-700PD7    -15/200 psi/0.01  -100/1380 kPa/0.1 0.040 316 SS 316 SS 3x

FLUKE-700P29 3000 psi/0.1 20.7 M Pa/0.001 0.050 C276 C276 2x

FLUKE-700P30 5000 psi/0.1 34 M Pa/0.001 0.050 C276 C276 2x

FLUKE-700P31 10000 psi/1 69 M Pa/0.007 0.050 C276 C276 1.5x
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  TP220

 AC280 BP7240 

BC7240 C799 USB

NIST  

DPC/TRACK 2

Model Fluke-754 HART   C799  

 

DPC/TRACK USB

Fluke

BP-ISO P29- P31 NIST

Fluke-700PMP 100 psi/7  bar

Fluke-700LTP-1

Fluke-700PTP-1

400 psi/40  bar

Fluke-700HTP-1

10,000 psi/700 bar

Fluke-700HTH-1

Fluke-700PRV-1 HTP 

Fluke-700-IV  mA/mA

Fluke-700PCK

Fluke-700BCW

Fluke-700TC1 TC  Mini-Plug 9 

Fluke-700TC2 TC  Mini-Plug JKTERS

Fluke-700TLK

754HCC

BC7240

BP7240

C700

C781

C799

  1 2 5 10 20 30   60 

 8000 7980 30 60

 4 /

*
*

26 V

10 % 18 V 22 mA

25 mA

 50 V
 250  754 

30 V

 +18 +28 

-10  50 

-20  60   3000

9842  90  750  1

 2 

 90 

 2

%  of  f.s. ohms

 IP-52

7.2 V 4400 mAh 30 Wh

 >8

136mm x 245mm x 63 mm

            (5.4  in x 9.6 in x 2.5 in)

1.2 kg  (2.7 lb)

  
  USB PC 
  (HART)
  /

CAN/CSA C22.2 No 1010.1-92, ANSI/

ISA S82.01-1994, UL3111  EN610-1:1993

1 
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